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MA型半自动封箱机

1、概述

   MA半自动封箱机主要适用于纸箱的封箱包装，既可单机作业，也可与流水线配套使用，广泛应用在家用电器，纺织，食品，百货，医药，化工等行业。纸箱钉箱机采用即贴胶带封箱封口，经济快速，容易调整，可一次完成上，下封箱动作，采用印字胶带，更可提高产品形象。                      
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2、主要技术参数

 2.1、电    源：220V，50HZ

 2.2、功    率：240W

 2.3、封箱尺寸：L150～∞，W180～500，H150～600(mm)

 2.4、传输速度：17.5米／分

 2.5、胶带尺寸：48、65、72（mm）牛皮纸胶带，BOPP胶带

 2.6、机器重量：145kg

 2.7、工作台面：550-750mm（可调）

2.8、机器尺寸：L1800mm×W850mm×H1350（含前后滚筒架）
MA type semi-automatic carton sealing machine

1 Overview

    MA semi-automatic carton sealing machine is mainly suitable for sealing and packaging cartons. It can be operated as a stand-alone machine or used in conjunction with an assembly line. It is widely used in household appliances, textiles, food, department stores, medicine, chemicals and other industries. The carton nailing machine uses instant tape for sealing, which is economical, fast, and easy to adjust. It can complete the upper and lower sealing actions at one time. It uses printed tape to improve the product image.
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2. Main technical specification
  2.1. Power supply: 220V, 50HZ

  2.2. Power: 240W

  2.3. Sealing size: L150～∞, W180～500, H150～600(mm)

  2.4. Transmission speed: 17.5 meters/minute

  2.5. Tape size: 48, 65, 72 (mm) kraft paper tape, BOPP tape

  2.6. Machine weight: 145kg

  2.7. Work surface: 550-750mm (adjustable)

2.8. Machine size: L1800mm×W850mm×H1350 (including front and rear roller frames)
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