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MT102-S型全自动多功能双面贴标机

1、概述

MT102-S型双面贴标机由输瓶机构、整瓶机构、压瓶机构、前后标站、框架机构、滚标机构、电气箱体等组成。适用于扁瓶、方瓶的单面或双面自动贴标。加装气缸抹标机构实现直角贴标。
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2、设备特点 

2.1触摸式人机界面和可编程控制器，功能丰富且操作简便直观。

2.2具有自动检测标签尺寸的功能，当检测到标签异常时，系统自动提示报警。

2.3适用于扁瓶、锥形瓶、方瓶的单面或双面贴标可贴直角标。

2.4可预置生产数量，累计生产量达到设定值时自动停机，方便生产控制和统计。

2.5输送、整瓶、贴标、打码、滚标功能均可单独控制和设定，应用灵活，对无须贴标的瓶子可仅作输送使用。
3、主要技术参数

3.1贴标速度：30米/分钟

3.2贴标精度：±1mm  

3.3被贴物尺寸：长(L)50-200mm 宽度(W)30-200mm 高(H)50-300mm（根据客户要求定制）
3.4标签高度：20-140mm    标签长度：10-310mm（根据客户要求定制）
3.5输送带宽度：112mm（根据客户要求定制）

3.6输送带离地面高度：950±40mm（根据客户要求定制）

3.7电    源：220V/50HZ/HZ  3.5KW    

3.8外形尺寸：2800mm×1700mm×1550mm

3.9总重量：约360kg

MT102-S fully automatic multi-functional double-sided labeling machine

1 Introduce

MT102-S double-sided labeling machine consists of bottle feeding mechanism, bottle whole mechanism, bottle pressing mechanism, front and rear labeling stations, frame mechanism, rolling labeling mechanism, electrical box, etc. Suitable for single-sided or double-sided automatic labeling of flat bottles and square bottles. Install a cylinder label wiping mechanism to achieve right-angle labeling.
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2. Equipment characteristics

2.1 Touch human-machine interface and programmable controller, rich in functions and easy and intuitive to operate.

2.2 It has the function of automatically detecting the label size. When abnormal labels are detected, the system automatically prompts an alarm.

2.3 It is suitable for single-sided or double-sided labeling of flat bottles, conical bottles, and square bottles. Right-angle labels can be applied.

2.4 The production quantity can be preset, and the machine will automatically stop when the cumulative production volume reaches the set value, which facilitates production control and statistics.

2.5 The conveying, whole bottle, labeling, coding, and rolling labeling functions can be controlled and set independently, and the application is flexible. Bottles that do not need labeling can only be used for conveying.

3. Main technical parameters

3.1 Labeling speed: 30 meters/minute

3.2 Labeling accuracy: ±1mm

3.3 Size of the object to be attached: length (L) 50-200mm, width (W) 30-200mm, height (H) 50-300mm (customized according to customer requirements)

3.4 Label height: 20-140mm Label length: 10-310mm (customized according to customer requirements)

3.5 Conveyor belt width: 112mm (customized according to customer requirements)

3.6 Conveyor belt height from the ground: 950±40mm (customized according to customer requirements)

3.7 Power supply: 220V/50HZ/HZ 3.5KW

3.8 Overall dimensions: 2800mm×1700mm×1550mm

3.9 Total weight: about 360kg
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