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MX-2Z型全自动双头伺服追踪式旋盖机

1、概述：

全自动伺服追踪式旋盖机广泛应用于各类需要旋盖的产品，整机由抓盖旋盖机构、理盖输盖机构、电气控制系统和机架组成，采用直列式结构，伺服旋盖，实现了灵活、高效的旋盖作业。具有运行稳定可靠、包材适用范围广、品规更换快捷、操作维护简单等特点，适用于食品、日化、润滑油等行业各类型小口瓶盖的自动旋盖。
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图片供参考
2、特点：

2.1便携式旋盖头设计，只需跟换盖头，既可满足新瓶生产。
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2.2本机采用多台伺服电机控制盖头上下左右运动。在旋盖过程中瓶体联系运动、PLC控制整体运行，不伤瓶盖，提高生产速度和稳定。
2.3皮带式瓶盖，进盖稳定。
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2.4采用伺服电机控制夹瓶皮带、速度可调、无液体溢出或瓶子倾倒现象
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3、主要技术参数：

3.1速度：4000-4500瓶/小时
3.2旋盖头数：2头
3.3适用瓶子/盖子：定制
3.4主机功率：5KW：AC220/380:50/60HZ
3.5主机重量：600KG

3.6主机尺寸：2800（L）*1500（W）*2200（H）mm

MX-2Z fully automatic double-head servo tracking capping machine

1 Introduce:

The fully automatic servo tracking capping machine is widely used in various products that require capping. The whole machine consists of a cap grabbing and capping mechanism, a cap sorting and conveying mechanism, an electrical control system and a frame. It adopts an in-line structure and has a servo capping function. , achieving flexible and efficient capping operations. It has the characteristics of stable and reliable operation, wide application range of packaging materials, fast product specification change, simple operation and maintenance, etc. It is suitable for automatic capping of various types of small-mouth bottle caps in food, daily chemical, lubricant and other industries.
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Pictures for reference

2. Features:

2.1 Portable capping head design, only need to replace the capping head, which can meet the production of new bottles.
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2.2 This machine uses multiple servo motors to control the up, down, left and right movement of the hijab. During the capping process, the bottle body moves in contact and the PLC controls the overall operation, which does not damage the bottle cap and improves production speed and stability.

2.3 Belt-type bottle cap, stable cap insertion.
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2.4 The servo motor is used to control the bottle clamping belt, the speed is adjustable, and there is no liquid spillage or bottle tipping.
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3. Main technical parameters:

3.1 Speed: 4000-4500 bottles/hour

3.2 Number of capping heads: 2 heads

3.3 Applicable bottles/caps: customized

3.4 Host power: 5KW: AC220/380:50/60HZ

3.5 Host weight: 600KG

3.6 Host size: 2800 (L) * 1500 (W) * 2200 (H) mm
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