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X110直线式旋盖机

①概述

MX110型直线式旋盖机包含压盖、瓶夹紧传送机构、搓盖轮传动机构。瓶子在夹瓶皮带作用下水平移动过程中完成搓盖的动作，适用于各种材质的圆瓶、扁瓶(壶)螺纹盖的搓合。整机结构简单、调整方便，更换瓶型时无须调换配件，只要调整即可。
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图片仅供参考

②设备特点 
2.1、整机采用台达电器元件配置，以确保运行稳定可靠。

2.2、前端压盖有效保证螺纹的扣合从而保证搓盖的合格率。
2.3、升降，夹紧调节采用即插式手轮，操作简单，稳定可靠。

2.4、夹紧皮带采用一次成型皮带，经久耐用。


2.5、采用最新型材料旋盖轮，不易磨损，也不易磨损瓶盖。

2.6可以选装自动理上盖、刮盖
 ③主要技术参数

3.1生产能力：2000瓶/小时

3.2适用瓶径：Φ80－150毫米;高80－230毫米

3.3瓶盖规格：Φ30-120毫米; 高15-40mm
3.4气源压力：0.5～0.7 兆帕

3.5.电    源：～220伏、50赫兹

3.6功    率：2千瓦

3.7重    量：650公斤
3.8外形尺寸：2000×950×2100毫米（长×宽×高）

X110 linear capping machine

①Overview

The MX110 linear capping machine includes a capping, bottle clamping and transmission mechanism, and a capping wheel transmission mechanism. The bottle completes the action of rubbing the cap while moving horizontally under the action of the bottle clamping belt. It is suitable for rubbing the threaded caps of round bottles and flat bottles (pots) made of various materials. The whole machine has a simple structure and is easy to adjust. When changing bottle types, there is no need to replace accessories, just make adjustments.
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the image is only a reference

②Equipment features

2.1. The whole machine adopts Delta electrical components to ensure stable and reliable operation.

2.2. The front end gland effectively ensures the fastening of the threads to ensure the pass rate of the capping.

2.3. The lifting and clamping adjustments adopt plug-in handwheels, which are simple to operate, stable and reliable.


2.4. The clamping belt adopts one-time molded belt, which is durable.
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2.5. The latest material capping wheel is used, which is not easy to wear and the bottle cap is not easy to wear and tear.
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2.6 Automatic lid cleaning and scraping can be optionally installed

③Main technical parameters

3.1 Production capacity: 2000 bottles/hour

3.2 Applicable bottle diameter: Φ80-150 mm; height 80-230 mm

3.3 Bottle cap specifications: Φ30-120mm; height 15-40mm

3.4 Air source pressure: 0.5～0.7 MPa

3.5. Power supply: ~220V, 50Hz

3.6 Power: 2kW

3.7 Weight: 650 kg

3.8 Overall dimensions: 2000×950×2100 mm (length×width×height)
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